Wy
Waipa

DISTRICT COUNCIL

Application for

Stock Underpass

To Waipa District Council, Private Bag 2402, Te Awamutu 3840
Phone: 0800 924 723 | Fax 07 872 0033 | Web: www.waipadc.govt.nz | Email: info@waipadc.govt.nz

Applicant details

Name

Postal address

Phone number

Email address

Relationship to property

Owner / Manager / Other (specify)

Property owner details (if

different to applicant)

Name

(include contact person if company/trust etc)

Postal address

Phone number

Email address

Underpass location

Property address

Road/s underpass will
be built under

Legal descriptions of

Property 1 Property 2

properties to be joined
by the underpass

Nearest intersection
(name both roads)

Distance to nearest
intersection (with
direction)

eg 900m east of Tui Road



http://www.waipadc.govt.nz/

Underpass specifications

Length (see note 1)

Road seal width

Dimensions

Height
Width
Or Diameter

Structure type

Intended life span

Construction details

Proposed start date

Duration of

construction

Professional engineer Name
Address
Phone
Email
C.P.Eng

Contractor Name
Address
Phone
Email

Registration no

Cost estimates/
(incl GST)

(Note: three estimates
must be provided to
obtain a subsidy)

Name of contractor

Estimate (S)

Waikato Regional
Council requirements

Have you contacted Waikato Regional Council regarding Y/N

effluent disposal requirements?




Do you require a consent from Waikato Regional Council
for discharge of storm water from the underpass?

If yes, state consent reference:

Y/N

Subsidy application (see Note 2)

If you wish to apply for the subsidy, please complete the following information and ensure you
have supplied three cost estimates.

Approximate herd size

How often will stock be
crossing from one
property to the other?

Eg twice daily for six months a year

Is this underpass being
installed at the request
of Council?

Is this underpass
needed following a
property purchase?




Submit this application to the relevant council/road controlling authority with the following
documents. Please work through the checklist with your engineer/contractor to ensure all requested
information is provided so the application can be processed in a timely manner.

Plans and specifications including:

e Locality plan showing distance from the centre of the nearest intersection to the underpass
e Manufacturer specifications for pre-cast units and their installation
e A3 scale plans showing dimensions of the underpass, along with the location of approach
races, legal boundaries, existing fences, buildings that might be affected, power poles, and
other road furniture, existing and proposed culverts, water tables, drainage channels and
water courses
e Gradients of approach races
e Location of:
o the top and bottom of any batters, their gradients and details of how slopes are
retained
o existing services in the road reserve and any easements within the property that
may affect the underpass location
e Details of:
o underpass railings (and fixing to the underpass structure) and fencing to approach
embankments
o the drainage system for disposal of storm water from the underpass — including any
pumping systems proposed
o how roadside drainage will be managed during and after construction
o reinstatement of the road and final pavement layers (including the name of the
contractor who will do the work

Producer statement PS1 from a professional engineer covering all aspects of underpass design

Soil or geotechnical report providing evidence the underpass sub-base is sufficient to support the
structure



