
 
 

STOCK UNDERPASS APPLICATION CHECKLIST 

1. The standard underpass length is 20m (boundary to boundary), but the road geography also needs 
to be taken into account. Council can arrange for one of our engineers to meet you on site to 
discuss this if required. 

2. Please ensure the following documentation is provided with your application form. 

Document Check 

Plans and specifications for the underpass construction, including:  

Locality plan showing distance from the centre of the nearest intersection to 
the underpass location 

 

Specification for the manufacture of the precast units and their installation  

A3 plans, to scale, with dimensions of the underpass and showing the 
approach races, legal boundaries, existing fences, buildings that may be 
affected, power poles and other road furniture 

 

Location of existing and proposed culverts, water tables, drainage channels 
and water courses 

 

Details of how roadside drainage will be managed during and after 
construction 

 

Gradients of the approach races  

Location of the top and bottom of any batters, their gradients, and how 
slopes are retained 

 

Details of underpass railings (and fixing to the underpass structure) and 
fencing to approach embankments 

 

Details of the drainage system for disposal of storm water from the underpass 
– including any pumping systems used/required 

 

Details of reinstatement of the road and final pavement layers (including the 
name of the contractor who will do the work) 

 

Location of existing services in the road reserve and any easements within the 
property that may affect the underpass location 

 

Producer statement PS1 from a professional engineer covering all aspects of 
underpass design 

 

Soil or geotechnical report providing evident the underpass sub-base is sufficient to 
support the structure 

 

 

  



 
 

3. The following documentation will be required before work starts on the underpass: 

Document Check 

Traffic management plan by a qualified Site Traffic Management Supervisor (STMS) 
covering the full extent of the works 

 

Corridor access request  

4. The following documentation will be required on completion of the underpass 

Document Check 

Producer statement PS4 – by a chartered/professional engineer including 
construction review, results of soil tests on the base, and as-built plans (if different to 
submitted plans) 

 

Written request for subsidy (if applicable) including a breakdown of final costs being 
claimed for – NOT CURRENTLY AVAILABLE 

 

 


