Air discharge consent — maintain this is still required (legal submissions para 5 to 14).

Proposed Conditions of Consent

As recommended in evidence:

1.

Gully wall excavation / removal — excavation of the gully wall must occur in a south to north
direction.

WRC proposed condition 29 - PM10 measured using Approved Methods shall not exceed 26
15 pg/m3 PM10 as an annual average.

In response to the 12 July application amendment:

3.

4.

Stage 5 Duration Limit - The duration of Stage 5 activities must be limited to a maximum of
three (3) years from commencement.

Maintenance of Ecological and Landscape Mitigation Planting to River Bank and Gully Wall
The consent holder must maintain the plantings river bank and gully walls to best
horticultural practices in good condition throughout the duration of the consent. This must
include maintenance involving the removal /management of regular spraying for gorse and
other invasive weeds as listed in the weedbusters.org.nz list, in accordance with recognised

best practice land management standards. Where plants fail, they will be replaced on a
yearly basis (during the planting season April through to September) until canopy closure is
achieved.

Rehabilitation of Stages 1-4 - Prior to any removal or excavation of the gully wall (Stage 5),
Stages 1 to 4 of the quarry must be fully complete and rehabilitated (with subsoils and
topsoil profiles to reflect the original profile) and a grass sword established to a stable and
erosion-resistant condition, to the satisfaction of the Council’s Monitoring Officer.

Gully Wall Removal Restriction - Removal or excavation of the gully wall must not occur
prior to the commencement of Stage 5.

Gully wall additional bunding

Mr Powell recommends that additional bunding be installed along the top of the northern gully wall.

This may consist of the Stage 1 overburden with a 100mm topsoil to support grass growth, which

would also resolve the visual impact of management of overburden during Stage 1. This bund may be

allowed to exceed the 2.5m limit imposed on other bunds within the site, and may be constructed up

to a height of 10m. Mr Powell invites the Applicant to consider this as an option, and is happy to

provide input on conditions concerning installation of bunding on the northern gully wall.


https://aus01.safelinks.protection.outlook.com/?url=http%3A%2F%2Fweedbusters.org.nz%2F&data=05%7C02%7Cjemma.hollis%40hobec.co.nz%7C5ce2e98ad28248f52ebb08dda979f6e6%7Cc424be0766a24e6cbb14aedefd9069be%7C0%7C0%7C638853063524348597%7CUnknown%7CTWFpbGZsb3d8eyJFbXB0eU1hcGkiOnRydWUsIlYiOiIwLjAuMDAwMCIsIlAiOiJXaW4zMiIsIkFOIjoiTWFpbCIsIldUIjoyfQ%3D%3D%7C0%7C%7C%7C&sdata=D%2Bhl0GGT8QDfC4NZCksJLbKjU9%2BJt8ZkxEgBhVgfDmw%3D&reserved=0

